
 

Installation Guide 

Strobes N’ More ILB Interior Lightbar 

Safety First! Before beginning the installation and/or operation of your LEDs, the installation technician and 

operator must read this manual in full, before installation. This document provides all the necessary 

information to allow your LED to be properly and safely installed to prevent severe injury or damage. 

Proper installation of this product requires the installer to have a 
good understanding of automotive electronics, systems and 
procedures.  Do not stare directly into these lights. Momentary 
blindness and/or eye damage could result. Do not install this 
product or route any wires in the deployment area of your air bag. 
Equipment mounted or located in the air bag deployment area will 
damage or reduce the effectiveness of the air bag, or become a 
projectile that could cause serious personal injury or death. Refer to 
your vehicle owner manual for the air bag deployment area. The 
User/Installer assumes full responsibility to determine proper 
mounting location, based on providing ultimate safety to all 
passengers inside the vehicle.  If this product uses a remote device 
to activate or control this product, make sure that this control is in 
an area that allows both the vehicle and the control to be operated 
safely in any driving condition.  Do not attempt to control this in a 
hazardous situation. 

If mounting this product requires drilling holes, the installer must be 
sure that no vehicle components or other vital parts could be 
damaged by the drilling process. Check both sides of the mounting 
surface before drilling begins. Also, de-burr any holes and remove 
any metal shards or remnants. Install grommets into all wire passage 
holes. For this product to operate at optimum efficiency, a good 
electrical connection to chassis ground must be made. The 
recommended procedure requires the product ground wire to be 
connected directly to the NEGATIVE (-) battery post or vehicle 
chassis.  Do not attach the NEGATIVE (-) wire to any other existing 
ground wire. It is recommended that these instructions be stored in a 
safe place and referred to when performing Maintenance and/or 
reinstallation of this product. FAILURE TO FOLLOW THESE SAFETY 
PRECAUTIONS AND INSTRUCTIONS COULD RESULT IN DAMAGE TO 
THE PRODUCT OR VEHICLE AND/OR SEVERE INJURY TO YOU AND 
YOUR PASSENGERS! 

 

 

NEVER apply any voltage to the LED’s directly.  Failure 
to power the LEDs with the supplied factory installed 
flasher automatically voids the warranty. 

FLASH PATTERN SELECTION By momentarily touching Blue 
wire to Positive (+) volts you will be able to change patterns.  
When you find the pattern, you like best cap the blue wire. 
 
Power Requirements ILB Interior Lightbar is designed to run 
on 12-24 Volts DC only and must be fused appropriately at 7 
amps per side installed.   Failure to properly fuse the LED can 
result in permanent damage not covered under warranty.   

WIRING 

Red  Positive 12 volts (on/off switch) 

Black Negative -12 Volts Ground 

Blue Flash Pattern Selection 

Yellow Synchronization Wire 

 
Troubleshooting: 
1. Always check to be sure a minimum of +12 Volts is applied 
to the red wire and that the Black wire is properly grounded. 
2. Press the pattern selection switch to be sure the “off” 
pattern was not inadvertently selected.  The light will activate 
and start to flash if this is the case. 

 
 
The bar does not sit flat? First confirm the mounting 
brackets are secure.  If the mounts are secure, you may need 
to slightly adjust the mounts.  To do this secure them in a 
vise or similar and carefully make small adjustments to them.  
Bending the brackets too many times can cause them to 
break.  This is not covered under the warranty.   
 
My visor mounts are more than 14.5 inches wide? In this 
case you will need to secure the unit directly to the headliner. 

Mounting 
Your Interior bar comes with 2 long and 2 short forked 
brackets.  You can use the forked end to secure the brackets 
to your existing visor mounts as noted in the photo or you can 
directly mount the bracket to your headliner using customer 
supplied screws.  When using this method, it is imperative 
that you check the area behind the headliner for any hidden 
wires and that you use the appropriate size screws.  You need 
no larger than the number 8 screw as the units are very light 
however the length and depth of the screw is critical as to not 
cause damage to the vehicle or headliner.  Note The brackets 
can’t be more than 14.5” from each other as the track  will not 
allow for any more width. Once the mounting brackets are 
secured, use the 2 screws to hold the interior bar to the 
bracket.   

WARRANTY  Provided this product is installed and operated in a manner consistent with its use, Strobes N’ More guarantees the ILB for a period of 5 years from 

the day of purchase. Units demonstrated to be defective within the warranty period will be repaired or replaced at the seller’s discretion.  The end user is 

responsible for shipping / returning the item to Strobes N’ More and we will cover the cost of return shipping.  Internationa l customers are responsible for all 

shipping charges.  Improper installation or use of inappropriate or inadequate wiring or circuit protection causes the warranty to be void.  Applying voltage directly 

to the LED’s will cause immediate failure and void the warranty.  Damages resulting from improper use and/or accidents are not covered by this warranty. 

Aluminum will corrode if left in the elements or area of high road salt use.  Proper cleaning of the light is essential to keeping the unit in like new condition.  

Magnets are used to hold the light in place Use of non-compatible components and assemblies may cause damage to the system and/or personal injury, and voids 

all warranties. Strobes N’ More LLC shall in no way be liable for other damages including consequentia l, indirect or special damages whether loss is due to 

negligence or breach of warranty.  Visit www.StrobesNMore.com/warranty for more information. 

http://www.strobesnmore.com/warranty

