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Installation Guide 

Strobes N’ More Holeless Magnetic Mounting Plate for Ford F-150 

For 2015+ F-150 Aluminum Body Ford trucks and conveniently mounts to the rear cab.  

 

Mounting the Plate  

1. Begin by removing the third brake light with a  9/32” socket. 
There are 4 screws holding this in place. 

2. Carefully remove the light housing to reveal three bulbs attached 

to the housing. 

3. Rotate the first bulb assembly and pull it out to remove it from 

the housing and tuck it into the tail light housing of the truck. Do 

this for the remaining bulbs and set the tail light housing aside. 

4. Grab your new mount and remove the two screws and toggle 

bolts. These help hold the mount in place without adding stress to 

the brake light screws. 

TOGGLE BOLT   
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5. Place the mount on your truck and adjust both toggle bolts up 

against the frame. These should be vertical to your truck. Hand tight 

both screws to hold them in place. 

 

6. Position the mount so all the holes align properly and tighten the 

Phillips screws. Be careful not to over tighten these screws to 

prevent damage to the bolts and/or your truck. 

7. Reattach each light assembly to the brake light housing and twist 

each light to lock it in place. 

 

8. Place the brake light housing up against your truck and replace the 4 

screws to hold it back in place. 

Note: If a screw won’t get tight, realign the mount by loosening the 

two Phillips screws. Make sure the holes line up and retighten the 

two Phillips screws holding the mount and toggle bolts in place.   

 

 

Complete!  

Your new mount is now installed! Check to ensure everything 

is secure and that your tail lights are working. Attach your 

magnetic accessory to the steel plate and run the wires to a 

power source if necessary. v 91316  
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Note: When removing an attached magnetic device from the 

mounting plate, do not force the device off causing the mount to 

bend as this could cause strain to the mount and tail light. Instead, 

remove the magnetic device from the back of the mount, up and 

away from you.  

1 Year Warranty  

After 30 days, the customer ships the failed mounting plate directly to Larson Electronics at their 

expense. If the failure is a manufacturer defect, we will ship a new replacement to the customer. If 

failure occurs within 30 days of receipt, Larson Electronics will provide a return label via email to the 

customer. When the failed mounting plate is returned, Larson Electronics will ship a new replacement. 

For more information, please contact the manufacturer.  

 

Larson Electronics, LLC 

9419 E. US Highway 175 

Kemp, TX 75143 

 

1-800-369-6671 

International: 903-498-3363 

FAX: 903-498-3364 

sales@larsonelectronics.com 


